
REPORT OF CHANNEL CONDITIONS

400 FEET WIDE OR GREATER
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Date 6/23/2016

To: Navigation Interests From:

WIDTH 

(feet)

LENGTH 

(miles)

DEPTH 

(feet)

Providence River

40-Foot Entrance Channel 05-29-2015 600 5.50 40 37.4 40.6 40.3 38.0

Providence River

40-Foot Rumstick Neck Reach 05-29-2015 600 2.25 40 38.8 41.7 41.5 39.4

Providence River

40-Foot Conimicut Point Reach 05-29-2015 600 1.04 40 29.8 39.7 42.7 39.2

Providence River

40-Foot Bullocks Point Reach 05-29-2015 600 2.12 40 36.0 39.6 41.4 36.6

Providence River

40-Foot Sabin Point Reach 05-29-2015 600 1.08 40 34.2 40.0 40.2 31.3

Providence River

40-Foot Fuller Rock Reach 05-29-2015

700

970 0.93 40 33.2 38.7 38.5 35.6

Providence River

40-Foot Fox Point Reach 05-29-2015

970

700 1.48 40 12.2 27.6 26.9 20.3

US Army Engineer District, New England

696 Virginia Road

Concord, MA 01742-2751
RIVER/HARBOR NAME AND STATE

PROVIDENCE_RIVER

Rhode Island

RIGHT 

OUTSIDE 

QUARTER 

(feet)

DATE OF 

SURVEY

MINIMUM DEPTHS IN EACH 1/4 

WIDTH OF CHANNEL ENTERING 

FROM SEAWARD

NAME OF CHANNEL

AUTHORIZED PROJECT LEFT 

OUTSIDE 

QUARTER 

(feet)

LEFT 

INSIDE 

QUARTER 

(feet)

RIGHT 

INSIDE 

QUARTER 

(feet)

ENG FORM 4020-R, NOV 1990 EDITION OF JUL 59 IS OBSOLETE (Proponent: CECW-OM)
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